
Полукруглый 
стол  
расширение

с полками  
расширения

клавиатура 
расширение

Полукруглый стол
расширение

Квадратный стол
Расширение

90° угловой столик
расширение

Овальные стеллажей
Расширение

Флекси­Волна  
Стартер

Флекси­Волна  
Расширение

ДЛЯ САМОСТОЯТЕЛЬНОГО
СТРОИТЕЛЬСТВА / ПОРТАТИВНЫЙ /

МОДУЛЬНЫЙ

Модули для построения полного стенда
Все модули продаются в виде комплекта (стартеров и расширения)  шириной  800 мм / 31.5", крыло модулей имеют ширину 400 и 200 мм.  
Высота Миди 229 см / 90.2" или Макси 249 см / 98",  высота –для башенных модулей 279 альтернативно 299 см. Все модули кроме 
Флекси­волна канальные модули, содержат фиксированные горизонтальные балки.



Кладовка с дверью 80 х 80 см
Стартер

Кладовка с дверью 80 х 160 см
Стартер

Кладовка с дверью 160 х 160 см
Стартер

Прямо дверь
Стартер

30° изогнутые двери
Стартер Витрина одного

с экономпанели
Расширение

Витрина двойная
с экономпанели
Расширение

Башня

Расширение
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Mounting instructions

Wave Comapct 
modules	
Straight modules

Midi 229 cm / 90.2”	
Starter kit	 IS-9402-1
Extension kit	 IS-9404-1

Maxi 249 cm / 98.0” 	
Starter kit	 IS-9402-2
Extension kit	 IS-9404-2

22,5° iside curved modules

Midi 229 cm / 90.2”	
Starter kit	 IS-9403-1
Extension kit	 IS-9405-1

Maxi 249 cm / 98.0” 	
Starter kit	 IS-9403-2
Extension kit	 IS-9405-2

Padded case on wheels
Holds up to a 6 section Wave system. 
Item IS-TC-01-MB

Small graphic tube 
to be attached to frame case 
Holds up to 6 panels, 
Item IS-0850-RTS-S-MB

Large graphic tube, 
with handle and shoulder strap.  
Holds up to 9 panels, 
Item IS-0850-RTB-S-MB

Accessories

Starter kit complete with: 
2 post sets, 2 feet, 2 beams  
2 sets corner trim, 1 set kicker and hanger

Extension kit complete with: 
1 post set, 1 foot, 2 beams, 
1 set kicker and hanger

Magnetic tape for graphic panels are not included.

1Begin by attaching the foot on 
the base post. Mount the stem 

on the foot into the front slot and 
lock the FASTclamp.

2 Insert a beam 50 mm from 
the floor (see marks) and lock 

the FASTclamps. 3 Mount the extension post on 
top of the base post. 4 If you want Maxi height, add 

a short extension post before 

you mount the top post.

5 Complete the post with a top 
posts section with the plastic 

top hub.
6 Mount now the secend beam 

at the top of the system. 
The starter kit is now ready for a 
graphic panel.

7 Now you can add an Extension Module (Flex-
Link or Fixed beam) onto the starter section 

just built. Create a foot+base post+Flexi-Link/beam 
assembly as before.

8 Follow the procedures shown above to build 
the new post to the height of the starter section.  

Add more modules as desired. Finish the system to 
add 1 set of corner trim in each end.

50 mm / 2”
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Graphic production and corner trim

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31 1/5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

Each panel needs:
Midi 6,2 m / 21 ft.
Maxi 6,6 m / 22 ft.

800 mm / 31 1/2”

2470 m
m

 / 97 1/4”

800 mm / 31 1/2”

2270 m
m

 / 89 3/8”

Maxi
Midi

C
orner trim

 
750 m

m
 / 29.5”

C
orner trim

 
770 m

m
 / 30.3”

C
orner trim

 
750 m

m
 / 29.5”

C
orner trim

  
850 m

m
 / 33.5”

C
orner trim

 
770 m

m
 / 30.3”

C
orner trim

  
850 m

m
 / 33.5”

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger

A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html
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Mounting instructions

Wave Flexi-Link 
modules	
Total system heights

Midi 229 cm / 90.2”	
Starter kit	 IS-W-82-S
Extension kit	 IS-W-82-E

Maxi 249 cm / 98.0” 	
Starter kit	 IS-W-83-S
Extension kit	 IS-W-83-E

Padded case on wheels
Holds up to a 6 section Wave system. 
Item IS-TC-01-MB

Small graphic tube 
to be attached to frame case 
Holds up to 6 panels, 
Item IS-0850-RTS-S-MB

Large graphic tube, 
with handle and shoulder strap.  
Holds up to 9 panels, 
Item IS-0850-RTB-S-MB

Accessories

Starter kit complete with: 
2 post sets, 2 feet, 1 Wave Flexi-Link,  
2 sets corner trim, 1 set kicker and hanger

Extension kit complete with: 
1 post set, 1 foot, 1 Wave Flexi-Link, 
1 set kicker and hanger

Magnetic tape for graphic panels are not included.

1Begin by attaching the foot on 
the base post. Mount the stem 

on the foot into the front slot and 
lock the FASTclamp.

2 Insert the Wave Flexi-Link in 
the groove on the base post 

and push down.
3 Mount the extension post on 

top of the base post. 4 If you want Maxi height, add 
a short extension post before 

you mount the top post.
5 Complete the post with a top 

post section with the plastic 
top hub.

6 Follow these same steps for 
the second post in the starter 

module. The starter kit is now 
ready for a graphic panel.

7 Now you can add an Extension Module onto 
the starter section just built. Create a foot+base 

post+Flexi-Link assembly as before, then insert the 
link into a base post of the starter module and press 
down into place.

8 Follow the procedures shown above to build 
the new post to the height of the starter section.  

Add more modules as desired.
9 When the Wave wall is 

complete, finish each end by 
placing a set of 3 corner trims on 
the exposed magnets of the post.
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Graphic production and corner trim

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31 1/5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

Each panel needs:
Midi 6,2 m / 21 ft.
Maxi 6,6 m / 22 ft.

800 mm / 31 1/2”

2470 m
m

 / 97 1/4”

800 mm / 31 1/2”

2270 m
m

 / 89 3/8”

Maxi
Midi

C
orner trim

 
750 m

m
 / 29.5”

C
orner trim

 
770 m

m
 / 30.3”

C
orner trim

 
750 m

m
 / 29.5”

C
orner trim

  
850 m

m
 / 33.5”

C
orner trim

 
770 m

m
 / 30.3”

C
orner trim

  
850 m

m
 / 33.5”

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger

A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html
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isoframe.com
Isoframe® Compact is manufactured in the UK by Display Makers UK Limited.
Due to our policy of continued development we reserve the right to change
specifications without prior notice.
All weights are approximate and may vary. 

Dual position base - patent pending.  FASTclamp connector - patent pending.  iLine system - patent pending.  ISOframe is a Registered Trademark of Display Makers UK Limited  

4.013

Kg

Kg

Spares & Accessories

Table attachment

Keyboard Plinth

IS-CO-ST Tool-less assembly side table
attchment for laptop or mouse
300mm x 150mm x 850mm
Includes Oval post and links

IS-CO-KP Tool-less assembly keyboard plinth 
attachment for keyboard and mouse
800mm x 300mm x 800mm
Includes Oval post and links

Code

Code

Display Makers UK Limited, 10 Lancaster Park, Needwood
Burton upon Trent, Staffordshire, DE13 9PD, United Kingdom

Telephone: 01283 575097  Fax: 01283 575734
Email: sales@displaymakers.co.uk  Website: www.displaymakers.co.uk

£

£

Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com
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Mounting instructions

Flying Oval post  
with distance beams	
Item.no:
Midi 	 IS-9426
Maxi 	IS-9427

Complete with: 
Midi IS-9426	 Maxi IS-9427

1 Oval post, Base 760	 IS-OP-760-BP	 IS-OP-760-BP
1 Oval post, Center 750/850	 IS-OP-750-EP	 IS-OP-850-EP
1 Oval post, Top 755/855	 IS-OP-755-TP	 IS-OP-855-TP
1 Foot		 IS-03-OF	 IS-03-OF
2 Distance beam, 165 mm	 IS-165-DP	 IS-165-DP
1 Corner trim kit with cut out	 IS-CF-82-CTLR	 IS-CF-83-CTLR

1Replace the old corner trims with the 
new set included in your Flying Oval 

post module.
2 Attach the two distance beams in the 

cut outs of the new corner trims. 3 Attach the foot in the base section of 
oval post lock in place.

4 Start to attach the base section with the 
distance beam. 5 Mount the center section in top of the base 

and end with the top post section, locking 
it into place with the top distance beam.

C
orner trim

   

Literature holder
Item IS-80-LH01

Accessories

Media screen holder
Item IS-80-TM04

iPad holder
Item IS-80-TM05

Keyboard plinth
Item IS-CO-KP

Table attachment
Item IS-CO-ST
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Mounting instructions

Showcase modules
– Double height

Item.no:	 Midi 	 IS-9412-1
Maxi 	 IS-9412-2

Complete with: 
Midi IS-9412-1	 Maxi IS-9412-2

1 Wave base post, 763 mm	 IS-W763-BPH	 IS-W763-BPH
1 Extension post, 750 mm	 IS-0750-EP	 IS-0750-EP
1 Top post, 755 mm	 IS-0755-EP	 IS-0755-EP
3 Extension post, 200 mm	 –––––––	 IS-0200-EP
1 Wave foot	 IS-WFT-02	 IS-WFT-02
2 Base post, 750 mm	 IS-0750-BP	 IS-0750-BP
2 Extension post, 750 mm	 IS-0750-EP	 IS-0750-EP
2 Top post, 755 mm	 IS-0755-TP	 IS-0755-TP
5 Straight beam, 800	 IS-800-BS	 IS-800-BS
4 Straight beam, 400	 IS-400-BS	 IS-400-BS
1 Straight D-beam, 800	 IS-800-DP	 IS-800-DP
2 Straight D-beam, 400	 IS-800-DP	 IS-800-DP
2 Slatwall panel, black, 800	 IS-SW-02	 IS-SW-02
4 Slatwall panel, black 400	 IS-SW-04	 IS-SW-04
1 Base shelf, black	 IS-SW-08	 IS-SW-08
2 Shelf bracket	 IS-SW-10	 IS-SW-10
1 Top shelf, White	 IS-SW-09	 IS-SW-09
4 Corner trims, 823 mm	 IS-0823-CT	 IS-0823-CT
1 Kickes & Hangers	 IS-800-KHN	 IS-800-KHN

1First determine the desired 
height for the bottom shelf. 

Install the stop screws on the base 
posts so that the top edge of the 
stop screw is 105mm/4.1 inches 
below desired shelf height.

2 Build the bottom housing of 
the showcase by connec-

ting two 800mm/31.5”  and two 
400mm/15.75” standard beams 
above the stop screws on 
 the base posts.

3 Slide the rear panel in place, 
from the top, and attach the 

shelf brackets on the bottom slot in 
the slatwall.

Accessories

Shelf bracket
320 mm / 12.6”
Item IS-SWQ-10

Shelf, grey
700x350 mm / 27.5x13.8”
Item IS-SWQ-05

Shelf, grey
700x350 mm / 27.5x13.8”
Item IS-SWQ-06

4 Insert the two side panels and 
the bottom shelf. Raise the front 

beam until it touches the bottom of 
the shelf.

5Attach the four extension posts 
and the special 400 and 800 

mm beams.

105 mm / 4
.1”

Front

Rear

6 Slide in the top panels 7Attach the four top posts, one 
800 mm beam across the back, 

and two 400 mm beams on the 
sides at the top of the panels.

8 Mount the final 800 mm beam 
across the front, with top of 

beam even with bottom edge of the 
center slot in the side beams.

9 Slide in the top shelf in the track 
of the back side 800 beam . 10 This completes the 

Showcase.



Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

Graphic production  and corner trim

Examle of graphic panel:
You can attach the showcase in that height you want, 
the opening is always 1646 mm/64.80”.

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31.5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

Each panel needs:
Midi 6,2 m / 21 ft.
Maxi 6,6 m / 22 ft.

800 mm / 31.5”

324 m
m

 / 12.75”

Midi

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger
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1646 m
m

 / 64.80”

300 m
m

 / 11.81”

800 mm / 31.5”

Maxi

1646 m
m

 / 64.80”

500 m
m

 / 19.68”

Vertical magnetic tape  
on edge of the graphic

Horizontal  magnetic tape  
on edge of the graphic

Horizontal  magnetic tape  
on edge of the graphic

C
orner trim

  
823 m

m
 / 32.40”

324 m
m

 / 12.75”

C
orner trim

  
823 m

m
 / 32.40”

C
orner trim

  
823 m

m
 / 32.40”

C
orner trim

  
823 m

m
 / 32.40”
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Mounting instructions

Showcase modules
– Single height

Item.no:	 Midi 	 IS-9410-1
Maxi 	 IS-9410-2

Complete with: 
Midi IS-9410-1	 Maxi IS-9410-2

1 Wave base post, 763 mm	 IS-W763-BPH	 IS-W763-BPH
1 Extension post, 750 mm	 IS-0750-EP	 IS-0750-EP
1 Top post, 755 mm	 IS-0755-EP	 IS-0755-EP
3 Extension post, 200 mm	 –––––––	 IS-0200-EP
1 Wave foot	 IS-WFT-02	 IS-WFT-02
2 Base post	 IS-0750-BP	 IS-0750-BP
2 Extension post, 750 mm	 IS-0750-EP	 IS-0750-EP
2 Top post, 755 mm	 IS-0755-TP	 IS-0755-TP
5 Straight beam, 800	 IS-800-BS	 IS-800-BS
4 Straight beam, 400	 IS-400-BS	 IS-400-BS
1 Slatwall panel, black, 800	 IS-SW-02	 IS-SW-02
2 Slatwall panel, black 400	 IS-SW-04	 IS-SW-04
1 Base shelf, black	 IS-SW-08	 IS-SW-08
2 Shelf bracket	 IS-SW-10	 IS-SW-10
1 Top shelf, White	 IS-SW-09	 IS-SW-09
2 corner trims, 763 mm	 IS-0763-CT	 IS-0763-CT
1 Kickes & Hangers	 IS-800-KHN	 IS-800-KHN

1Build the bottom housing of 
the showcase by connec-

ting two 800mm/31.5”  and two 
400mm/15.75” standard beams.

2 First determine the desired height 
for the bottom shelf. Adjust the 

6 stop screws so that the top edge of 
the stop screw is 105mm/4.1 inches 
below desired shelf height.

3 Mount the extension posts and 
move up the side and back 

beams to the top of the stop screw,

Accessories

Shelf bracket
320 mm / 12.6”
Item IS-SWQ-10

Shelf, grey
700x350 mm / 27.5x13.8”
Item IS-SWQ-05

Shelf, grey
700x350 mm / 27.5x13.8”
Item IS-SWQ-06

4 Slide the rear panel in place, 
from the top, and attach the 

shelf brackets on the bottom slot in 
the slatwall.

5 Insert the bottom shelf. Attach a 
800 mm  beam until it touches 

the below the shelf.

6 Slide in the two side panels 
from the top. 7Attach the four top posts, one 

800 mm beam across the back, 
and two 400 mm beams on the 
sides at the top of the panels.

8 Mount the final 800 mm beam 
across the front, with top of 

beam even with bottom edge of the 
center slot in the side beams.

9 Slide in the top shelf in the track 
of the back side 800 beam . 10 This completes the 

Showcase.

Not 
included!

105 mm / 4
.1”
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Graphic production  and corner trim

Examle of graphic panel:
You can attach the showcase in that height you want, 
the opening is always 763 mm/30.04”.

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31.5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

Each panel needs:
Midi 6,2 m / 21 ft.
Maxi 6,6 m / 22 ft.

800 mm / 31.5”

1207 m
m

 / 47.52”

Midi

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger
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763 m
m

 / 30.04”

300 m
m

 / 11.81”

800 mm / 31.5”

1207 m
m

 / 47.52”

Maxi

763 m
m

 / 30.04”

500 m
m

 / 19.68”

Vertical magnetic tape  
on edge of the graphic

Horizontal  magnetic tape  
on edge of the graphic

Horizontal  magnetic tape  
on edge of the graphic
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Mounting instructions

Storage room with door
– 800 x 800 mm (31.5 x 31.5 inches)

Item.no:	 Midi 	 IS-9419-1
	 Maxi 	 IS-9419-2

Complete with: 
		  Midi IS-9419-1	 Maxi IS-9419-2
1	 Base post, 750 mm, adj. foot	 IS-0750-EBM	 IS-0750-EBM
1	 Extension post, 750 mm	 IS-0750-EEM	 IS-0750-EEM
1	 Top post, 755 mm	 IS-0755-ETM	 IS-0755-ETM
2	 90° corner post, Base, wave cut	 IS-W750-IB90	 IS-W750-IB90
2	 90° corner post, Center, 750 mm	 IS-0750-IE90	 –––––––
2	 90° corner post, Top, 755 mm	 IS-0755-IT90	 –––––––
2	 90° corner post, Center, 850 mm	 –––––––	 IS-0850-IE90
2	 90° corner post, Top,855 mm	 –––––––	 IS-0855-IT90
1	 Extension post, 200 mm	 –––––––	 IS-0200-EEM
2	 Straight beam, 800	 IS-800-BS	 IS-800-BS
6	 Corner trims, 750/850	 IS-0750-CT	 IS-0850-CT
3	 Corner trims, 770	 IS-0770-CT	 IS-0770-CT
2	 Kickers & Hangers	 IS-800-KHN	 IS-800-KHN
1	 Door, straight	 IS-9458	 IS-9458

Accessories

Coat hook
with straight beam 800 mm
Item IS-9430

IS-W750-IB90

Midi: IS-0750-IE90 
Maxi: IS-0850-IE90

Midi: IS-0755-IT90 
Maxi: IS-0855-IT90

IS-W750-IB90

Midi: IS-0750-IE90 
Maxi: IS-0850-IE90

Midi: IS-0755-IT90 
Maxi: IS-0855-IT90

IS-800-BS

IS-800-BS

IS-9458
(see separate 
instructions)

Corner trim kit, 	 Midi= IS-0770-CT, IS-0750-CT, IS-0750-CT
	 Maxi= IS-0770-CT, IS-0850-CT, IS-0850-CT

IS-0755-ETM

IS-0750-EBM

IS-0750-EEM

IS-0200-EEM
Maxi only

1This unit is a ’Starter module’.  
Build it first before adding/con-

necting the other modules in your 
display.

2 The door unit can be installed 
at any of the two positions in 

the module.
3 As with all fixed-beam modules, 

be sure to level the complete 
storage room module before adding 
your graphic panels.

4 When you are ready, you will 
have 2 set of corner trim left, 

this will be mounted in each end of 
the wall!



Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com
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Graphic production and corner trim
for graphic production of door, see separete instruction sheet.

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31 1/5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

Each panel needs:
Midi 6,2 m / 21 ft.
Maxi 6,6 m / 22 ft.

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 
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A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html
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Mounting instructions

Storage room with door
– 800 x 800 mm (31.5 x 31.5 inches)

Item.no:	 Midi 	 IS-9419-1
Maxi 	 IS-9419-2

Complete with: 
Midi IS-9419-1	 Maxi IS-9419-2

1	 Base post, 750 mm, adj. foot	 IS-0750-EBM	 IS-0750-EBM
1	 Extension post, 750 mm	 IS-0750-EEM	 IS-0750-EEM
1	 Top post, 755 mm	 IS-0755-ETM	 IS-0755-ETM
2	 90° corner post, Base, wave cut	 IS-W750-IB90	 IS-W750-IB90
2	 90° corner post, Center, 750 mm	 IS-0750-IE90	 –––––––
2	 90° corner post, Top, 755 mm	 IS-0755-IT90	 –––––––
2	 90° corner post, Center, 850 mm	 –––––––	 IS-0850-IE90
2	 90° corner post, Top,855 mm	 –––––––	 IS-0855-IT90
1	 Extension post, 200 mm	 –––––––	 IS-0200-EEM
2	 Straight beam, 800	 IS-800-BS	 IS-800-BS
6	 Corner trims, 750/850	 IS-0750-CT	 IS-0850-CT
3	 Corner trims, 770	 IS-0770-CT	 IS-0770-CT
2	 Kickers & Hangers	 IS-800-KHN	 IS-800-KHN
1	 Door, straight	 IS-9458	 IS-9458

Accessories

Coat hook
with straight beam 800 mm
Item IS-9430

IS-W750-IB90

Midi: IS-0750-IE90 
Maxi: IS-0850-IE90

Midi: IS-0755-IT90 
Maxi: IS-0855-IT90

IS-W750-IB90

Midi: IS-0750-IE90 
Maxi: IS-0850-IE90

Midi: IS-0755-IT90 
Maxi: IS-0855-IT90

IS-800-BS

IS-800-BS

IS-9458
(see separate 
instructions)

Corner trim kit, 	 Midi= IS-0770-CT, IS-0750-CT, IS-0750-CT
Maxi= IS-0770-CT, IS-0850-CT, IS-0850-CT

IS-0755-ETM

IS-0750-EBM

IS-0750-EEM

IS-0200-EEM
Maxi only

1This unit is a ’Starter module’.  
Build it first before adding/con-

necting the other modules in your 
display.

2 The door unit can be installed 
at any of the two positions in 

the module.
3 As with all fixed-beam modules, 

be sure to level the complete 
storage room module before adding 
your graphic panels.

4 When you are ready, you will 
have 2 set of corner trim left, 

this will be mounted in each end of 
the wall!



Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

Graphic production and corner trim
for graphic production of door, see separete instruction sheet.

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31 1/5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

Each panel needs:
Midi 6,2 m / 21 ft.
Maxi 6,6 m / 22 ft.

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 
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A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html



Mark Bric Display Corp.
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Mounting instructions

Storage room with door
– 800 x 1600 mm (31.5 x 63 inches)

Item.no:	 Midi 	 IS-9421-1
Maxi 	 IS-9421-2

Complete with: 
Midi IS-9421-1	 Maxi IS-9421-2

1  Base post, 750 mm, adj. foot	 IS-0750-EBM	 IS-0750-EBM
1  Extension post, 750 m	 IS-0750-EEM	 IS-0750-EEM
1  Top post, 755 mm	 IS-0755-ETM	 IS-0755-ETM
1  Base post, 750 mm	 IS-0750-BP	 IS-0750-BP
1 Extension post, 750 mm	 IS-0750-EP	 IS-0750-EP
1  Top post, 755 mm	 IS-0755-TP	 IS-0755-TP
2  90° corner post, Base, wave cut	 IS-W750-IB90	 IS-W750-IB90
2  90° corner post, Center, 750 mm	 IS-0750-IE90	 –––––––
2  90° corner post, Top, 755 mm	 IS-0755-IT90	 –––––––
2  90° corner post, Center, 850 mm	 –––––––	 IS-0850-IE90
2  90° corner post, Top,855 mm	 –––––––	 IS-0855-IT90
2  Extension post, 200 mm, standard	 –––––––	 IS-0200-EP
1  Extension post, 200 mm, ext. Corner	–––––––	 IS-0200-EEM
4  Straight beam, 800	 IS-800-BS	 IS-800-BS
6  Corner trims, 750/850	 IS-0750-CT	 IS-0850-CT
3  Corner trims, 770	 IS-0770-CT	 IS-0770-CT
3  Kickers & Hangers	 IS-800-KHN	 IS-800-KHN
1  Door, straight	 IS-9458 IS-9458

Accessories

Coat hook
with straight beam 800 mm
Item IS-9430

IS-W750-IB90

Midi: IS-0750-IE90 
Maxi: IS-0850-IE90

Midi: IS-0755-IT90 
Maxi: IS-0855-IT90

IS-0755-TP

IS-0750-BP

IS-0750-EP

IS-0200-EP
Maxi only

IS-W750-IB90

Midi: IS-0750-IE90 
Maxi: IS-0850-IE90

Midi: IS-0755-IT90 
Maxi: IS-0855-IT90

IS-0755-ETM

IS-0750-EBM

IS-0750-EEM

IS-0200-EEM
Maxi only

IS-800-BS

IS-800-BS

IS-800-BS

IS-800-BS

IS-9458
(see separate 
instructions)

Corner trim kit, 	 Midi= IS-0770-CT, IS-0750-CT, IS-0750-CT
Maxi= IS-0770-CT, IS-0850-CT, IS-0850-CT

1This unit is a ’Starter module’.  
Build it first before adding/con-

necting the other modules in your 
display.

2 The door unit can be installed 
at any of the three positions in 

the module.
3 As with all fixed-beam modules, 

be sure to level the complete 
storage room module before adding 
your graphic panels.

4 When you are ready, you will 
have 2 set of corner trim left, 

this will be mounted in each end of 
the wall!



Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

Graphic production and corner trim
for graphic production of door, see separete instruction sheet.

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31 1/5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

Each panel needs:
Midi 6,2 m / 21 ft.
Maxi 6,6 m / 22 ft.

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 
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A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html



IS-0755-TP

IS-0750-BP

IS-0750-EP

IS-0200-EP
Maxi only

IS-0755-ETM

IS-0750-EBM

IS-0750-EEM

IS-0200-EEM
Maxi only

IS-W750-IB90

Midi: IS-0750-IE90 
Maxi: IS-0850-IE90

Midi: IS-0755-IT90 
Maxi: IS-0855-IT90

IS-800-BS

IS-800-BS

IS-800-BS

IS-800-BS

IS-800-BS

IS-800-BS

IS-W750-IB90

Midi: IS-0750-IE90 
Maxi: IS-0850-IE90

Midi: IS-0755-IT90 
Maxi: IS-0855-IT90

IS-9458
(see separate 
instructions)

IS
-0

75
0-

B
P

IS
-0

75
0-

E
P

IS
-0

75
5-

T
P

IS
-0

20
0-

E
P

M
ax

i o
nl

y

Corner trim kit, 	 Midi= IS-0770-CT, IS-0750-CT, IS-0750-CT
Maxi= IS-0770-CT, IS-0850-CT, IS-0850-CT

Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

Mounting instructions

Storage room with door
– 1600 x 1600 mm (63 x 63 inches)

Item.no:	 Midi 	 IS-9420-1
Maxi 	 IS-9420-2

Complete with: 
Midi IS-9420-1	 Maxi IS-9420-2

1  Base post, 750 mm, adj. foot	 IS-0750-EBM	 IS-0750-EBM
1  Extension post, 750 m	 IS-0750-EEM	 IS-0750-EEM
1  Top post, 755 mm	 IS-0755-ETM	 IS-0755-ETM
2  Base post, 750 mm	 IS-0750-BP	 IS-0750-BP
2  Extension post, 750 mm	 IS-0750-EP	 IS-0750-EP
2  Top post, 755 mm	 IS-0755-TP	 IS-0755-TP
2  90° corner post, Base, wave cut	 IS-W750-IB90	 IS-W750-IB90
2  90° corner post, Center, 750 mm	 IS-0750-IE90	 –––––––
2  90° corner post, Top, 755 mm	 IS-0755-IT90	 –––––––
2  90° corner post, Center, 850 mm	 –––––––	 IS-0850-IE90
2  90° corner post, Top,855 mm	 –––––––	 IS-0855-IT90
2  Extension post, 200 mm, standard	 –––––––	 IS-0200-EP
1  Extension post, 200 mm, ext. Corner	–––––––	 IS-0200-EEM
6  Straight beam, 800	 IS-800-BS	 IS-800-BS
6  Corner trims, 750/850	 IS-0750-CT	 IS-0850-CT
3  Corner trims, 770	 IS-0770-CT	 IS-0770-CT
4  Kickers & Hangers	 IS-800-KHN	 IS-800-KHN
1  Door, straight	 IS-9458	 IS-9458

Accessories

Coat hook
with straight beam 800 mm
Item IS-9430

1This unit is a ’Starter module’.  
Build it first before adding/con-

necting the other modules in your 
display.

2 The door unit can be installed 
at any of the four positions in 

the module.
3 As with all fixed-beam modules, 

be sure to level the complete 
storage room module before adding 
your graphic panels.

4 When you are ready, you will 
have 2 set of corner trim left, 

this will be mounted in each end of 
the wall!



Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

Graphic production and corner trim
for graphic production of door, see separete instruction sheet.

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31 1/5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

Each panel needs:
Midi 6,2 m / 21 ft.
Maxi 6,6 m / 22 ft.

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 
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A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html



Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com
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Mounting instructions

Tower module

Item.no:	 Midi 	 IS-9457-1  (Height 279 cm/110”)
Maxi 	 IS-9457-2  (Height 299 cm/118”)

Complete with: 
Midi IS-9457-1	 Maxi IS-9457-2

2	 Base post, 750 mm, adj. foot	 IS-0750-EBM	 IS-0750-EBM
4	 Extension post, 750 mm	 IS-0750-EEM	 IS-0750-EEM
2	 Top post, 505 mm	 IS-0505-ETM	 IS-0505-ETM
1	 Top post, 485 mm	 IS-0485-ETM	 IS-0485-ETM
2	 Extension post, 200 mm	 –––––––	 IS-0200-EEM
9	 Curved beam 30°	 IS-8030-O	 IS-8030-O
2	 Corner trims, 770	 IS-0770-CT	 IS-0770-CT
4	 Corner trims, 750/850	 IS-0750-CT	 IS-0850-CT
3	 Corner trims, 500	 IS-0500-CT	 IS-0500-CT
3	 Kickers & Hangers	 IS-800-KHN	 IS-800-KHN

Accessories

Media screen holder
For curved beams, VESA 75/100
Item IS-9004

1Please observe, you must use a 
Midi height tower for a Midi wall 

and a Maxi for Maxi wall.
2 This ’end module’ unit can be 

used on either the left or right 
hand end of your existing ISOframe 
module.

3 First, mount the short top post 
(IS-0485-ETM) in the top hub on 

either end of your existing ISOframe 
module.

4 Build the tower module accord-
ing to the schematic shown 

above.
5 As with all fixed-beam modules, 

be sure to level the tower mod-
ule before mounting your graphic 
panels.
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IS-0485-ETM

IS-0505-ETM

IS-0750-EBM

IS-0750-EEM

IS-0200-EEM
Maxi only

IS-8030-O

IS-8030-O

IS-8030-O

Corner trim kit, 	 Midi= IS-0770-CT, IS-0750-CT, IS-0750-CT, IS-0500-CT
Maxi= IS-0770-CT, IS-0850-CT, IS-0850-CT, IS-0500-CT

Corner trim,  S-0500-CT

Not included

Not included

Not included

Leveling tool
Item IS-9012

IS-0750-EEM



Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

Graphic production and corner trim

Graphic panel 
attachments

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over kicker strip 

Kicker strip

Accessories

Kickers & Hangers 
(incl. for the first set of panels)
800 mm / 31.5”		 Item IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5” A tape, 30 m / 98 ft.	 Item 82281

All 3 panel needs:
Midi 18,4 m / 61 ft. 
Maxi 18,8 m / 62 ft.

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger
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800 mm / 31 1/2”

2970 m
m

 / 116.93”

800 mm / 31 1/2”

2770 m
m

 / 109.05”

Maxi
Midi

C
orner trim

 
750 m

m
 / 29.5”

C
orner trim

 
770 m

m
 / 30.3”

C
orner trim

 
750 m

m
 / 29.5”

C
orner trim

  
850 m

m
 / 33.5”

C
orner trim

 
770 m

m
 / 30.3”

C
orner trim

  
850 m

m
 / 33.5”

800 mm / 31 1/2”

540 m
m

 / 21.3”

Top panel  
for inside  

(not visible side)

C
orner trim

 
500 m

m
 / 19.7”

C
orner trim

 
500 m

m
 / 19.7”

C
orner trim

 
500 m

m
 / 19.7”



Mounting instruction

90° corner table  
module
		
Item.no IS-9453-1/2

Complete with: 
1 post with feet, 
1 counter top and 1 base plate,  
1 table post, 
4 table feet, 
2 T-box connectors, 
1 set kicker and hanger

22 mm / 0.86”

Bag for table 
Item IS-80-TB05

Accessories

Floating shelf, item IS-9455

LED spotlights in bag 
12V / 18 W incl. transformer
Item IS-SL-LED

Media screen holder
Small, item IS-9004
Must be used with a 90° inside 
curved beam.

1Screw in the 4 adjustable feet in the base 
plate so the height from the floor will be 

22 mm/0.86”.
2 Attach the base plate to an existing 

module and to the included base post. 4 Attach the table post and lock the  
bottom FASTclamp.3 Complete the post with the extension 

and top post.

6 Attach the table top and lock the 2 
FASTclamps on the reverse side... 7 ...and the FASTclamp at the post. Aattach the graphic panels and 

the table installation is complete.5 Attach the 2 T-box connector on the  
inner edge of the post mag tape, with 

mag tape on the T-box facing outward 
(facing right on the right hand post, left on 
the left hand post).



Graphic panel 
attachments

Accessories

Kickers & Hangers 
800 mm / 31 1/2”	 Item: IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5”,	 Item: 82281
24 mm/1”	 Item: 82282

Table graphic 784 mm / 30.9”

855 m
m

 / 33.65”

Wall graphic

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over the edge

Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

800 mm / 31 1/2”

1605 m
m

 / 63.19”
800 mm / 31 1/2”

1405 m
m

 / 55.31”

Maxi
Midi

12 mm vertical  
magnetic tape on  
edge of the graphic

12 mm horizontal magnetic tape directly below the edge

12 mm horizontal magnetic tape directly over the edge

389 mm / 15.3” 389 mm / 15.3”

24 mm  
vertical  

magnetic  
tape

Kicker strip not needed in this setup!

Graphic panel production

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.  
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger

A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html
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Mounting instruction

Keyboard table 
module
Item.no IS-9413-1/2

Complete with: 
1 post with foot,  
1 counter top and 1 base plate,  
4 table feet,  
2 table posts,  
2 T-box connectors,  
1 graphic stiffener, 
1 set kicker and hanger

22 mm / 0.86”

Bag for table 
Item IS-80-TB03

1Screw in the 4 adjustable feet in the base 
plate so the height from the floor will be 

22 mm/0.86”.
2 Attach the base plate to an existing 

module and to the included base post. 4 Attach the 2 table posts and lock the 
bottom FASTclamps.3 Complete the post with the extension 

and top post.

6 Attach the table top and lock the 2 
FASTclamps on the reverse side... 7 ...and the 2 FASTclamps at the posts. Aattach the graphic panels 

and the table installation is complete.5 Attach the 2 T-box connector on the  
inner edge of the post mag tape, with 

mag tape on the T-box facing outward 
(facing right on the right hand post, left on 
the left hand post).

Accessories

Floating shelf, item IS-9454

Media screen holder
Small, item IS-80-TM02
Large, item IS-80-TM03

Slatwall system

LED spotlights in bag 
12V / 18 W incl. transformer
Item IS-SL-LED



Graphic panel production

Graphic panel 
attachments

Accessories

Kickers & Hangers 
800 mm / 31 1/2”	 Item: IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5”,	 Item: 82281
24 mm/1”	 Item: 82282

Table graphic 1013 mm / 39.9”

855 m
m

 / 33.65”

Wall graphic

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over the edge

Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

800 mm / 31 1/2”

1605 m
m

 / 63.19”
800 mm / 31 1/2”

1405 m
m

 / 55.31”

Maxi
Midi

12 mm vertical  
magnetic tape on  
edge of the graphic

12 mm horizontal magnetic tape directly below the edge

12 mm horizontal magnetic tape directly over the edge

313 mm / 12.3” 313 mm / 12.3”
24 mm  
vertical  

magnetic  
tape

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.   
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger

Kicker strip not needed in this setup!

A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html
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Mounting instruction

Merchandising  
Semi-circular table  
module
		
Item.no IS-9415-3/4

Complete with: 
1 post with feet, 
1 counter top and 1 base plate,  
2 table posts, 
4 table feet,  
2 T-box connectors, 
1 graphic stiffener, 
1 set kicker and hanger

22 mm / 0.86”

Bag for table 
Item IS-80-TB05

Accessories

Floating shelf, item IS-9454

Media screen holder
Small, item IS-80-TM02
Large, item IS-80-TM03

Slatwall system

LED spotlights in bag 
12V / 18 W incl. transformer
Item IS-SL-LED

1Screw in the 4 adjustable feet in the base 
plate so the height from the floor will be 

22 mm/0.86”.
2 Attach the base plate to an existing 

module and to the included base post. 4 Attach the 2 table posts and lock the 
bottom FASTclamps.3 Complete the post with the extension 

and top post.

6 Attach the table top and lock the 2 
FASTclamps on the reverse side... 7 ...and the 2 FASTclamps at the posts. Aattach the graphic panels 

and the table installation is complete.5 Attach the 2 T-box connector on the  
inner edge of the post mag tape, with 

mag tape on the T-box facing outward 
(facing right on the right hand post, left on 
the left hand post).



Graphic panel 
attachments

Accessories

Kickers & Hangers 
800 mm / 31 1/2”	 Item: IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5”,	 Item: 82281
24 mm/1”	 Item: 82282

Ite
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Table graphic 1224 mm / 48.18”

305 m
m

 / 12”

Wall graphic

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over the edge

A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html

Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

800 mm / 31 1/2”

2155 m
m

 / 84.84”
800 mm / 31 1/2”

1955 m
m

 / 75.97”

Maxi
Midi

12 mm vertical  
magnetic tape on  
edge of the graphic

12 mm horizontal magnetic tape directly below the edge

12 mm horizontal magnetic tape directly over the edge

399 mm / 15.7” 399 mm / 15.7”
24 mm  
vertical  

magnetic  
tape

Kicker strip not needed in this setup!

Graphic panel production

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.   
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger



Mounting instruction

Oval shelving  
module
		
Item.no IS-9416-1/2

Complete with: 
1 post with feet, 
2 top shelf, 
1 bottom shelf  
1 table posts, 
4 T-box connectors, 
4 table feet.

22 mm / 0.86”

Bag for table 
Item IS-80-TB05

1Screw in the 4 adjustable feet in the 
base plate so the height from the floor 

will be 22 mm/0,86”.
2 Attach the base table to the module 

you built before and to the included 
base post.

4 Attach the table posts and lock the  
bottom FASTclamp’3 Complete the posts with the extension 

and top post

6 Attach the table top and lock the 2 
FASTclamp’s on the reverse side... 7 ...and the 2 FASTclamp,s at the posts, 

assemble the graphic panel above the 
tabletop.

5 Attach the 2 T-box to the system with 
the magnetic tape outside from the 

table.

Accessories

Floating shelf, item IS-9455

LED spotlights in bag 
12V / 18 W incl. transformer
Item IS-SL-LED

Media screen holder
Small, item IS-9004
Must be used with a 90° inside 
curved beam.

8 Mount one of the top shelves upside 
down on the top of the graphic panel.

9 Attach the 2 T-box over the shelf with 
the magnetic tape outside from the 

table. Attach the graphic panels at the base 
and top and you are ready



Graphic panel 
attachments

Accessories

Kickers & Hangers 
800 mm / 31 1/2”	 Item: IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5”,	 Item: 82281
24 mm/1”	 Item: 82282
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Table graphic 784 mm / 30.9”

305 m
m

 / 12”

Wall graphic

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
on edge of the graphic

Printer material
We recommend the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” ”deep crystal”
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  ”deep crystal”

Mounting of Hangers
Hangers to be fixed at the top of the wall graphic panel (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed on the graphic panels. (See picture)

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge 
of the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, 
a very thin straight white line should show between the edge of the graphic 
and the outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, 
clean and dry. Typical surface cleaning solvents are isopropyl alcohol/water 
mixture (rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for 
use when using solvents. 

Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

800 mm / 31 1/2”

1855 m
m

 / 73.05”

800 mm / 31 1/2”

1655 m
m

 / 65.15”

Maxi
Midi

12 mm vertical  
magnetic tape on  
edge of the graphic

12 mm horizontal magnetic tape directly below the edge

12 mm horizontal magnetic tape directly over the edge

389 mm / 15.3” 389 mm / 15.3”

24 mm  
vertical  

magnetic  
tape

Top graphic 784 mm / 30.9”

285 m
m

 / 11.22”

Graphic panel production



Mounting instruction

22 mm / 0.86”

Bag for table 
Item IS-80-TB05

Accessories

Floating shelf, item IS-9454

Media screen holder
Small, item IS-80-TM02
Large, item IS-80-TM03

Slatwall system

LED spotlights in bag 
12V / 18 W incl. transformer
Item IS-SL-LED

Semi-circular table  
module
		
Item.no IS-9415-1/2

Complete with: 
1 post with feet, 
1 counter top and 1 base plate,  
2 table posts, 
4 table feet,  
2 T-box connectors, 
1 graphic stiffener,
1 set kicker and hanger

1Screw in the 4 adjustable feet in the base 
plate so the height from the floor will be 

22 mm/0.86”.
2 Attach the base plate to an existing 

module and to the included base post. 4 Attach the 2 table posts and lock the 
bottom FASTclamps.3 Complete the post with the extension 

and top post.

6 Attach the table top and lock the 2 
FASTclamps on the reverse side... 7 ...and the 2 FASTclamps at the posts. Aattach the graphic panels 

and the table installation is complete.5 Attach the 2 T-box connector on the  
inner edge of the post mag tape, with 

mag tape on the T-box facing outward 
(facing right on the right hand post, left on 
the left hand post).



Graphic panel 
attachments

Accessories

Kickers & Hangers 
800 mm / 31 1/2”	 Item: IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5”,	 Item: 82281
24 mm/1”	 Item: 82282

Table graphic 1224 mm / 48.18”

855 m
m

 / 33.65”

Wall graphic

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over the edge

Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

800 mm / 31 1/2”

1605 m
m

 / 63.19”
800 mm / 31 1/2”

1405 m
m

 / 55.31”

Maxi
Midi

12 mm vertical  
magnetic tape on  
edge of the graphic

12 mm horizontal magnetic tape directly below the edge

12 mm horizontal magnetic tape directly over the edge

399 mm / 15.7” 399 mm / 15.7”
24 mm  
vertical  

magnetic  
tape

Kicker strip not needed in this setup!

Graphic panel production

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.   
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger

A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html
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Mounting instruction

Square table  
module
		
Item.no IS-9414-1/2

Complete with: 
1 post with feet, 
1 counter top and 1 base plate,  
2 table posts, 
2 T-box connectors, 
4 table feet, 
1 graphic stiffener,
1 set kicker and hanger

22 mm / 0.86”

Bag for table 
Item IS-80-TB05

Accessories

Floating shelf, item IS-9454

Media screen holder
Small, item IS-80-TM02
Large, item IS-80-TM03

Slatwall system

LED spotlights in bag 
12V / 18 W incl. transformer
Item IS-SL-LED

1Screw in the 4 adjustable feet in the base 
plate so the height from the floor will be 

22 mm/0.86”.
2 Attach the base plate to an existing 

module and to the included base post. 4 Attach the 2 table posts and lock the 
bottom FASTclamps.3 Complete the post with the extension 

and top post.

6 Attach the table top and lock the 2 
FASTclamps on the reverse side... 7 ...and the 2 FASTclamps at the posts. Aattach the graphic panels 

and the table installation is complete.5 Attach the 2 T-box connector on the  
inner edge of the post mag tape, with 

mag tape on the T-box facing outward 
(facing right on the right hand post, left on 
the left hand post).



Graphic panel 
attachments

Accessories

Kickers & Hangers 
800 mm / 31 1/2”	 Item: IS-800-KHN

Magnetic tape (not incl.)
12 mm/0.5”,	 Item: 82281
24 mm/1”	 Item: 82282

Table graphic 1600 mm / 63.0”

855 m
m

 / 33.65”

Wall graphic

Vertical magnetic tape  
on edge of the graphic

Horizontal magnetic tape  
directly below hanger strip 

Hanger strip

Horizontal magnetic tape  
directly over the edge

Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

800 mm / 31 1/2”

1605 m
m

 / 63.19”
800 mm / 31 1/2”

1405 m
m

 / 55.31”

Maxi
Midi

12 mm vertical  
magnetic tape on  
edge of the graphic

12 mm horizontal magnetic tape directly below the edge

12 mm horizontal magnetic tape directly over the edge

605 mm / 23,8” 605 mm / 23,8”
24 mm  
vertical  

magnetic  
tape

Kicker strip not needed in this setup!

Graphic panel production

Printer material
We recommended the following material:

Poster paper: 180 gr / 0.4 lb.
The printed graphic panels must be laminated before use. 
Front side: 125 microns (0,125 mm) / 0.005” 
Reverse side: 250 microns (0,250 mm) /0.010””stop light”

Polyester film: 330-370 microns (0,350 mm) / 0.013-0.015”
Top laminate: 125 microns (0,125 mm) / 0.005”  

Mounting of Kickers and Hangers
Kickers and hangers to be fixed at the bottom and at the top of the graphic 
panels (reverse side).

Mounting of Magnetic Tape
Magnetic tape to be fixed horizontally directly over/under kicker/hanger strip.   
Magnetic tape to be fixed vertically along each side of the graphic panels.

IMPORTANT Carefully mount the magnetic tape slightly inset from the edge of 
the graphic panel by approximately 0,25 mm / 0.010”. Once mounted, a very 
thin straight white line should show between the edge of the graphic and the 
outside edge of the magnetic tape. Do not exceed 0,5 mm / 0.020”.

Application Techniques
To obtain optimum adhesion, the bonding surfaces must be well unified, clean 
and dry. Typical surface cleaning solvents are isopropyl alcohol/water mixture 
(rubbing alcohol) or heptane.

Note: Be sure to follow solvent manufacturer’s precautions and directions for use 
when using solvents. 

Kicker Hanger

A template for the graphic panel  
production can be downloaded at:  
http://markbricdisplay.net/imagebank/PT-general.html
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Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

Mounting instructions

Ceiling section 
– Wave to Wave	

Item.no:
80 x 150 cm 	 IS-9433
80 x 250 cm 	 IS-9434

Complete with: 
		  80 x 150 cm	 80 x 250 cm
2	 Top/End profile, 800 mm	 IS-9083	 IS-9083
2	 Start profile, 750 mm	 IS-9340	 IS-9340
2	 End profile, 750 mm	 IS-9341	 IS-9341
2	 Center profile, 1000 mm	 –––––––	 IS-9078
8	 Fast slot connectors	 IS-9051	 IS-9051
4	 Ceiling connectors for Wave system	 IS-9307	 IS-9307

Please observe! This is a Fabric section, the graphic will be done in fabric material  
with PVC edge band. For graphic productin see “Fabric instruction no. 2”.

1Build your frame 2 Mount the 4 connertors at the outside in each corner. 
Tips! if you mount the front connector 30 cm in on the 

frame you will have a small roof over your front module.
3 Mount the frame to the backwall and front module.   

Attach the connector at the top hubs in all four corners.

Please note: 
Ceiling section 
only. 

Add a double-sided 
starter module for the 
vertical front section.
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